
以下是中国关于计算机组成考试的单项选择题，请选出其中的正确答案。
The following are multiple-choice questions about computer architecture in China. Please select the correct 
answer. 

... [5-shot examples] ...  

设寄存器R的内容(R)=1500H，内存单元1500H的内容为2500H，内存单元2500H的内容为3500H，PC的值
为4500H，采用相对寻址方式，有效地址为2500H的操作数是____。
If the content of register R is set to 1500H, the content of memory address 1500H is 2500H, the content of 
memory address 2500H is 3500H, and the value of the program counter (PC) is 4500H, using the relative 
addressing mode, the operand at the effective address of 2500H is____
 

A. 1500H        B. 2500H        C. 3500H        D. 4500H
答案：让我们一步一步思考，
1. 根据题目中的信息，内存单元1500H的内容为2500H，内存单元2500H的内容为3500H，表示当前指令
的地址为2500H-1500H=1000H。
2. 根据相对寻址方式，有效地址为2500H的操作数需要加上当前指令地址1000H才能得到实际的操作数地
址，即3500H。
所以答案是C。
 

Answer: Let‘s think step by step,
1. According to the information given in the question, the content of memory unit 1500H is 2500H, and the 
content of memory unit 2500H is 3500H. This indicates that the current instruction address is 2500H-
1500H=1000H.
2. According to the relative addressing mode, in order to obtain the actual operand address of the effective 
address with the value of 2500H, the current instruction address of 1000H needs to be added to it, resulting in the 
actual operand address of 3500H.
Therefore, the answer is C.


